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' Serial.: 09/922,330 

In the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in 
the application: 

1 . (Currently amended) A controller which enables wireless 
communication between an operation member and a host, said operation 
member comprising: 

a transmission mechanism; 
an input mechanism; 

a display member that displays an input portion of said input mechanism, 
the input portion including input items, display of one of the input portion and at 
least one input item being changeable, said display member being overlaid on 
said input mechanism; and 

a control section that generates a transmission signal corresponding to 
said display of said display member when said input mechanism is operated J[J 

wh e r ei n said d i sp l ay m e mb e r i s a d i sp l ay panol hav i ng display cont e nts 
that arc switched by tho op e ration m o mbor, and on e of th e i nput portio ns an d a t 
le ast on e input i t e ms d i sp l ay e d on sa i d d i sp l ay pane l are switched in accordance 
wi th a sw i t c h i ng s i gna l s u pplied from sa i d host to sa i d op e rat i on m e m ber 

2. (Previously presented) A controller according to Claim 1 , wherein said 
input mechanism is a planar input device to which a coordinate position can be 
input. 

3. (Currently amended) A controller according to ClaimJ>-S4-, wherein said 
display member is a display sheet is attachable to and detachable from said 
operation member, said operation member comprises a determination 
mechanism that determines a type of said display sheet attached, the type of 
display sheet dependent on the contents therein, and said control section 
generates the transmission signal according to the type of display sheet 
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determined by said determination mechanism. 

4. (Original) A controller according to Claim 3, wherein said display sheet 
comprises one of a cutout and a projection at a different position according to the 
type thereof, and the existence of said one of said cutout and said projection is 
determined by said determination mechanism. 

5. (Cancelled.) 

6. (Original) A controller according to Claim 3, further comprising a 
plurality of display sheets, each said display sheet having a unique combination 
of one of at least one cutout and at least one projection, and the determination 
mechanism determining a specific display sheet from the unique combination 
therein. 

7. (Original) A controller according to Claim 6, the unique combination 
comprising a unique number of said one of at least one cutout and at least one 
projection. 

8. (Original) A controller according to Claim 6, the unique combination 
comprising a unique position of said one of at least one cutout and at least one 
projection. 

9. (Original) A controller according to Claim 6, further comprising a case 
retaining the input mechanism and storing the display sheets therein. 

1 0. (Original) A controller according to Claim 3, the display sheet 
comprising opposing faces of different types, the type of the face of the display 
sheet more distal to the input mechanism determined by the determination 
mechanism. 
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1 1 . (Original) A controller according to Claim 1 0, the display sheet having 
one of at least one cutout and at least one projection, and the existence of the at 
least one of said cutout and the at least one projection determined by said 
determination mechanism. 

12. (Original) A controller according to Claim 3, the display sheet having a 
circuit completion structure disposed in the display member, the determination 
mechanism determining the type of the display member from the existence and 
position of the circuit completion structure. 

13. (Currently amended) A controller according to Claim [S]_2, wherein 
said display member is a display sheet Is-removable from said operation 
member, said operation member comprises a determination mechanism that 
determines contents of an obverse face of the display sheet, and said control 
section generates the transmission signal according to the contents of the 
obverse face of display sheet determined by said determination mechanism. 

14. (Original) A controller according to Claim 3, further comprising a case 
retaining the input mechanism and the display sheet therein, the case comprising 
a slot through which the display sheet is conveyed from an area internal to the 
case to an area external to the case. 

1 5. (Original) A controller according to Claim 3, the determining 
mechanism comprising an optical system. 

1 6. (Original) A controller according to Claim 1 5, the display sheet further 
comprising a bar code, the determining mechanism determining the type of the 
display sheet from the bar code. 

1 7. (Original) A controller according to Claim 3, the determining 
mechanism comprising a mechanical system having switches whose states are 
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dependent on the type of the display sheet. 

1 8. (Currently amended) A controller according to Claim 35 4. the display 
panel comprising a liquid crystal display having contents displayed thereon 
switched in accordance with the switching signal. 

1 9. (Original) A controller according to Claim 1 , the input mechanism 
comprising one of a pressure-sensitive pad, X- Y-axis contact pad, and 
electrostatic pad. 

20. (Currently amended) An operation member in wireless communication 
with a host, said operation member comprising: 

a case; 

a transmission mechanism disposed in the case, the transmission 
mechanism transmitting a transmission signal to the host; 

a planar input mechanism disposed in the case; 

a display member disposed in the case, the display member overlaid on 
the input mechanism when in an operational position; and 

a control section to generate the transmission signal corresponding to a 
contacted portion of said display panel in the operational position J 7 ] 

display contents that are s w it ched by th e operation m e mb e r, and on e of th e i np ut 
po r tions a nd at le ast on e i nput i t e ms d i sp l ay e d on sa i d disp l a y panel are 
sw i tch e d in accordanc e w i th a sw i tching s i gnal supp li ed fro m sa i d host to sa i d 
operat i on member. 

21 . (Previously presented) An operation member according to Claim 20, 
wherein at least one display member is a display sheet attachable and 
detachable from said operation member, said operation member further 
comprising a determination mechanism to determine the contents of the display 
sheet in the operational position, and the control section to establish an input 
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portion of the input mechanism corresponding to the contents of the display 
sheet as determined by said determination mechanism. 

22. (Original) An operation member according to Claim 21 , wherein the 
determination mechanism determines the contents of the display sheet in 
accordance with a physical structure of the display sheet. 

23. (Original) An operation member according to Claim 21 , further 
comprising a plurality of display sheets, each display sheet having a unique 
physical structure. 

24. (Original) An operation member according to Claim 23, the physical 
structure of each display sheet comprising a unique number and positioning of 
one of at least one cutout and at least one projection. 

25. (Currently amended) An operation member according to Claim 23, 
wh e r e in the ca so reta i n i ns further comprising a case retaining the input 
mechanism and storing stores the display sheets therein. 

26. (Original) An operation member according to Claim 21 , the display 
sheet comprising opposing faces having different contents disposed thereon, the 
contents of the face of the display sheet more distal to the input mechanism 
being determined by the determination mechanism. 

27. (Previously presented) An operation member according to Claim 21 , 
the determination mechanism determining the contents of the display sheet from 
one of completion and non-completion of at least one circuit by the display sheet. 

28. (Original) An operation member according to Claim 21, the case 
comprising a slot through which the display sheet is conveyed from an area 
internal to the case to an area external to the case. 
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29. (Cancelled) 

30. (Previously presented) An operation member according to Claim 20, the 
input mechanism comprising one of a pressure-sensitive pad, X- Y-axis 
contact pad, and electrostatic pad. 

31. -34. (Cancelled) 

35. (New) A controller according to Claim 1 , wherein the display member 
comprises a display panel having display contents that are switched by the 
operation member, and one of the input portions and at least one input item 
displayed on said display panel are switched in accordance with a switching 
signal supplied from said host to said operation member. 

36. (New) An operation member according to Claim 21 , wherein the display 
member comprises a display panel having display contents that are switched by 
the operation member, and one of the input portions and at least one input item 
displayed on said display panel are switched in accordance with a switching 
signal supplied from said host to said operation member. 

37. (New) An operation member according to Claim 21 , wherein the display 
member comprises a display panel and at least one display sheet, the display 
sheet being attachable and detachable from said operation member. 

38. (New) An operation member according to Claim 1 , wherein the display 
member comprises a display panel and at least one display sheet, the display 
sheet being attachable and detachable from said operation member. 
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